
THE FUTURE OF IRRIGATION

Repair or install drip tubing in less than half 
the time of traditional methods.

DRIP-LOCK® 
FITTINGS 
SPECIFICATIONS

• Max Pressure:
100 PSI

• Body Material: ABS
• Retaining Ring

Material: Stainless
Steel

• Seal Material: EPDM

DL-406-005
½" Drip-Lock Elbow 

DRIP-LOCK TUBING

DLT-250-50 
 ¼" x 50' 
Distribution 
Tubing 

DLT-660-100  
.660 x 100'  
Pro-Blend Flex 
Distribution Tubing 

DLT-250-100 
¼" X 100' 
Distribution 
Tubing 

DLT-250S-100 
¼" x 100' 
Porous Drip 
Soaker Tubing 

DLT-700-100  
.700 x 100' 
Distribution 
Tubing 

DLT-700-500 
.700 x 500' 
Distribution Tubing 

DLT-10-12-100 
 .700 x 100' Emitter 
Tubing with 1 GPH 
Emitters Spaced 12" 

DRIP-LOCK FITTINGS

BL-402-101-DL 
¾" Blu-Lock x  
½" Drip-Lock Tee 

DLM-050-DS-25 
½" Drip-Lock x 
½" Street Elbow x 
Dual ¼" Drip-Lock 
Coupling 

BL-401-101-DL 
1" Blu-Lock x 
½" Drip- Lock 
Adapter Tee 

DLM-050-DD-25 
½” Drip-Lock x 
½” Drip-Lock x 
Dual ¼” Drip-Lock 
Coupling 

DL-FHT-101
½" Drip-Lock Hose 
Faucet Adapter

DL-VLV-005
½" Drip-Lock 2.0 Universal 
Push-Fit Shut-Off Valve

DL-447-005 
½" Drip-Lock 
End Cap

DL-436-101
¾" Male Pipe Thread x 
½" Drip- Lock Adapter 

DL-429-005 
½" Drip-Lock 
Coupling

DL-401-005
½" Drip-Lock Tee 

DL-436-005
½" Male Pipe Thread x 
½" Drip- Lock Adapter 

HRZ-100-BL-30 
2-in-1 1" 
Blu-Lock 
Push-fit Filter, 
& 30 psi 
Pressure 
Regulator

HRZ-100-PVCL-30 
2-in-1 1" PVC-Lock 
Push-fit Filter,
& 30 psi Pressure 
Regulator

DRIP FILTER REGULATORS

HRZ-100-FR-30 
2-in-1 1" MPT 
Filter &
30 psi Pressure 
Regulator

HRZ-075-FR-30 
2-in-1 1" MPT x 
¾" MPT Filter & 
30 psi Pressure 
Regulator

HRZ-100-VRF-30 
3-in-1 1" MPT 
Valve, Filter,
& 30 psi 
Pressure 
Regulator

MAINTAINABLE PC EMITTER

HRZ-PCD-05  
½ GPM Emitter 

HRZ-PCD-10 
1 GPM Emitter 

HRZ-PCD-20 2 
2 GPM Emitter 

TOOL

BLP-CUT-25-1X 
Pipe and Tubing 
Cutter

PUSH-FIT VALVES

HRP-100-PF-BL 
1" Blu-Lock Push-fit 
Reverse Flow Valve 

HRP-100-PF-FB 
1" Blu-Lock Push-fit 
Reverse Flow Valve 
with Flow Control 

HRP-100-PF-PVCL 
1" PVC-Lock Push-fit 
Reverse Flow Valve 

HRP-100-PF-FP
1" PVC-Lock Push-fit 
Reverse Flow Valve 
with Flow Control
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Fits most drip tubing and funny 
pipe (16-18mm OD)

Thick walls provide 100 psi 
Burst pressure

When pipe is inserted to 
the pipe stop, a seal is 
created around the pipe 
and the stainless steel ring 
"locks" the pipe in place.

Stainless steel retainer ring

Seal

Warning: For cold water outdoor irrigation connections only. Do not insert fingers. 
Ensure that pipe and fittings are free of dirt and debris prior to inserting the pipe 
into fitting.

FAST INSTALL

RELEASABLE 
& REUSABLE

SIMPLE 
PUSH ON

360˚ 
ROTATION

IN HOT OR 
COLD WEATHER

FULL FLOW

IN WET OR DRY 
CONDITIONS

LEARN MORE

1. Measure back 1"
from end of pipe

2. Insert 1" to pipe stop

All Drip-Lock®  
fittings swivel 360˚ 
allowing for easy 
directional adjustment.

NO WAITING 
INSTANT 

PRESSURIZATION


